
lifts that make a change

ML7 handi-lift
 the vertical lift



Specifications
Load: 300 kg
Travel: 0-1500 mm
Speed: *0,04 m / s
Driving motor: 300 w 24V
Platform motor: 24 v
Barrier-arm motor:  24 V
Elelctric supply: 1 phase, 200-260V, AC max:10A
Supply: Charger:200-260V, AC-Lift:24V DC
Driving mechanism: Lead screw linear drive with nut
Construction: Steel

*Speed is reduced by weight.

Dimensions
Tower: 680x147 mm
Tower 0-1000: 1962 mm
Tower 0-1500: 2462 mm
Width folded up: *380 mm
Width folded out: *1130 mm
Platform standard size: 1000 x 800 mm
Other platform sizes:  1000 x 750 mm
 1000 x 700 mm
 1200 x 800 mm
 1300 x 800 mm

*Standard platform, wall-mounted

Safety details
Brake
Limit switch
Thermal overload relay
Overspeed governor and brake
Manual release mechanism
Pressure sensitive surfaces that stops the lift 
when it runs into an obstacle.

MINI-LIFT TYPE ML7

With the ML7 you will find a sim-
ple and easy solution that can be 
mounted without major structur-
al changes. The lift is manufac-
tured individually according to its 
environment and is prepared in 
accordance to regulatory safety 
measures with safety arms and 
ramps on the rear and front of the 
platform.

The ML7 consists of a lift with a 
foldable platform and a vertical-
tower containing the driving mo-
tor. When the lift is not in use, it 
can be folded and thereby only 
take up minimal space.
This foldable lift is equipped with 
an emergency lowering device. 
Furthermore, it can be individu-
ally customized to suit most envi-
ronments.

The platform is equipped with 
sensors, which will stop the lift, 
should it come into contact with  
an obstacle. The lift is equipped 
with a soft start and brake, which 
ensures a smoothe and pleasant 
drive. This lift is also available for 
outdoor use.

Certified in accordance with the
Machinery Directive.
Cama ApS is ISO 9001 certified



■  Handle for standing persons

■  Optional colour ( RAL code )

■  Safety arms

■  Front and rear access

■  Option of folding seat

■  Option of door

CONTROLS

Certified in accordance with the
Machinery Directive.
Cama ApS is ISO 9001 certified

– customized for your home

Remotes

Can be certified according to EN 81-40.
Cama ApS is ISO 9001 certified.

HANDI-LIFT TYPE EA6
The HANDI-LIFT is for curved stairs and
stairs with a landing, and for giving a total
freedom on your stair. It is individually
manufactured with regards to the stair’s
width and length. It is designed so it will fit
into all buildings without essential 
alterations.

The HANDI-LIFT has a new designed rail 
system in aluminium which looks like a 
bannister and therefore it fits easily into the 
existing surroundings. At the same time the
lift and the rail system is designed in a way 
that makes them easy to reuse.

The HANDI-LIFT drives in the stair’s inner 
curve and can thus turn 90 and 180 
degrees and drive across a landing. The lift 
is provided with safety arms and flaps on 
the front and back of the platform. The 
platform’s flaps and bearing plate have a 
interrupting function at jamming danger.
 
The HANDI-LIFT is battery driven so the 
risk for a power cut is removed and there 
are no ugly cables.

It is delivered as a fully automatic lift, 
where platform and safety arms are 
operated automatically. This model can 
also be delivered with a remote control. 
The lift can be changed from right to left 

side in an easy and simple way and 
with low costs. The lift offers individual 
adjustments and great flexibility at 
sensitive surroundings. The platform 
measures 1000 x 800 mm, but can be 
adjusted to the individual stair or 
wheelchair. 
Is also delivered for outdoor use. 

Dimensions:
Rail:   Ø50 mm. 
Width folded up: *395 mm. 
Width folded out: *1130 mm. 
Platform standard size: 1000x800 mm. 
*Standard platform, wall-mounted.

Safety details:
       Overspeed governor and brake.
       Limit switch
       Weight sensor
       Manual emergency raising of bars and platform
       Manual release mechanism
       Pressure sensitive surfaces that stops the lift  
       when it runs into an obstacle.

Handheld remote control Mounted remote for installation 
in column or masonry.

Mounted control box for 
mounting on column or wall. 

Remotes

Can be certified according to EN 81-40.
Cama ApS is ISO 9001 certified.

HANDI-LIFT TYPE EA6
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stairs with a landing, and for giving a total
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manufactured with regards to the stair’s
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system in aluminium which looks like a 
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The HANDI-LIFT drives in the stair’s inner 
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Cama ApS is ISO 9001 certified.
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Machinery Directive. 
Cama ApS is ISO 9001 certified.

MINI-LIFT TYPE ML7

With the steplift ML7 you will find a simple 

and easy solution that can be mounted 

without major structural changes. The 

handicap lift is manufactured individually 

according to its environment and is 

prepared in accordance to regulatory 

safety measures with safety arms and 

wings on the rear and front of the platform.

The steplift consists of a lift with a foldable 

platform and a vertical tower containing 

the driving motor. When the lift is not in 

use, it can be folded and thereby only take 

up minimal space. 

This foldable steplift is equipped with 

an emergency lowering device. 

Furthermore, it can be individually 

customized to suit most 

environments.

The platform’s wings and base have a 

disable function at a clamp hazard. 

The base can be folded up when it is 

not in use, which means that the lift 

has a minimal space requirement. The 

lift has a steady and pleasant drive. 

This lift is also available for outdoor 

use.

Dimensions:
Tower:   680x147 mm. 
Tower 0-1000:  1962 mm. 
Tower 0-1500:  2462 mm. 
Width folded up: *380 mm. 
Width folded out: *1130 mm. 
Platform standard size: 1000x800 mm. 
Other platform sizes: 1000 x 750 
   1000 x 700 
   1200 x 800 
   1300 x 800 
*Standard platform, wall-mounted.

Safety details:
       Brake
       Limit switch
       Thermal overload relay.
       Overspeed governor and brake.
       Manual release mechanism.
       Pressure sensitive surfaces that stops the lift when 
       it runs into an obstacle.

Remotes

Handheld remote control Mounted remote for installation 
in column or masonry.

Mounted control box for 
mounting on column or wall. 

Can be certified in accordance with the  
Machinery Directive. 
Cama ApS is ISO 9001 certified.

MINI-LIFT TYPE ML7

With the steplift ML7 you will find a simple 

and easy solution that can be mounted 

without major structural changes. The 

handicap lift is manufactured individually 

according to its environment and is 

prepared in accordance to regulatory 

safety measures with safety arms and 

wings on the rear and front of the platform.

The steplift consists of a lift with a foldable 

platform and a vertical tower containing 

the driving motor. When the lift is not in 

use, it can be folded and thereby only take 

up minimal space. 

This foldable steplift is equipped with 

an emergency lowering device. 

Furthermore, it can be individually 

customized to suit most 

environments.

The platform’s wings and base have a 

disable function at a clamp hazard. 

The base can be folded up when it is 

not in use, which means that the lift 

has a minimal space requirement. The 

lift has a steady and pleasant drive. 

This lift is also available for outdoor 

use.

Dimensions:
Tower:   680x147 mm. 
Tower 0-1000:  1962 mm. 
Tower 0-1500:  2462 mm. 
Width folded up: *380 mm. 
Width folded out: *1130 mm. 
Platform standard size: 1000x800 mm. 
Other platform sizes: 1000 x 750 
   1000 x 700 
   1200 x 800 
   1300 x 800 
*Standard platform, wall-mounted.

Safety details:
       Brake
       Limit switch
       Thermal overload relay.
       Overspeed governor and brake.
       Manual release mechanism.
       Pressure sensitive surfaces that stops the lift when 
       it runs into an obstacle.

Remotes

Handheld remote control Mounted remote for installation 
in column or masonry.

Mounted control box for 
mounting on column or wall. 



CAMA Lift ApS
Ellehammervej 6 . 9900 Frederikshavn
Tlf: +45 98 43 01 22 . E-mail: cama@cama.dk
www.cama.dk

More products from CAMA Lift

CAMA is Denmark’s largest 
and oldest manufacturer and 
supplier of stairlifts for disa-
bled people.

CAMA highly appreciates 
quality and design. We make 
great efforts to accomodate 
stair lifts to the surroundings
they have been purchased for.

Platform Lift  – StraightPlatform Lift  – Curved


